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Glossary and Abbreviations

BSI
dB

dBA

ECC
EHS
Hz
IEC
IFC
ISO
Kn
K1
K2
K3
K4
K5
km
Laeq (T)

LAqu (T)
LReq,d
LReq,n

Laso

LaFmax
Larmin
Le

Ltd
Lw

m

m3

British Standards Institution

Descriptor that is used to indicate 10 times a logarithmic ratio of quantities that have the
same units, in this case sound pressure.

Descriptor that is used to indicate 10 times a logarithmic ratio of quantities that have the
same units, in this case sound pressure that has been A-weighted to simulate human
hearing.

Environmental Compliance Consultancy

Environmental, Health, and Safety (IFC)

Frequency in Hertz

International Electro Technical Commission
International Finance Corporation

International Standards Organisation

Noise propagation correction factor

Noise propagation correction for geometrical divergence
Noise propagation correction for atmospheric absorption
Noise propagation correction for the effect of ground surface;
Noise propagation correction for reflection from surfaces
Noise propagation correction for screening by obstacles
Kilometre

The A-weighted equivalent sound pressure level, where T indicates the time over which the
noise is averaged (calculated or measured) (in dBA)

The impulse corrected A-weighted equivalent sound pressure level, where T indicates the
time over which the noise is averaged (calculated or measured) (in dBA)

The Laeq rated for impulsive sound and tonality in accordance with SANS 10103 for the day-
time period, i.e. from 06:00 to 22:00.

The Laeq rated for impulsive sound and tonality in accordance with SANS 10103 for the night-
time period, i.e. from 22:00 to 06:00.

The A-weighted 90% statistical noise level, i.e. the noise level that is exceeded during 90%
of the measurement period. It is a very useful descriptor which provides an indication of what
the Laeq could have been in the absence of noisy single events and is considered
representative of background noise levels (Lago) (in dBA)

The A-weighted maximum sound pressure level recorded during the measurement period
The A-weighted minimum sound pressure level recorded during the measurement period
Sound pressure level (in dB)

Limited

Sound Power Level (in dB)

Metres

Cubic metres
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mm Millimetre

m/s Speed in metres per second

N/A Not applicable

NACA National Association for Clean Air
NSR Noise sensitive receptor

p Pressure in Pa

Pa Pressure in Pascal

MPa Pressure in micro-pascal

Pref Reference pressure, 20 uPa

Pty Proprietary

ROW Right-of-way

SABS South African Bureau of Standards
SACNASP South African Council for Natural Scientific Professions
SANS South African National Standards
SLM Sound Level Meter

tpa Tonnes per annum

WRF Weather Research and Forecasting

Environmental Noise Impact Assessment for the Hydrogen Pipeline Starting near Arandis to Farm 58, Close to Walvis Bay

Report Number: 24ECC06



Executive Summary

Cleanergy Solutions Namibia Pty Ltd is intending on becoming a driving force in the growth of the Namibia’s
hydrogen economy, while contributing to the global shift for industrial decarbonisation. To this end, Cleanergy
Solutions intends to use the abundant sun to produce hydrogen and then combine the hydrogen with nitrogen to
produce ammonia for exportation purposes. The proposed activities consist of a hydrogen pipeline starting near
Arandis to the ammonia facility on Farm 58, close to Walvis Bay. Three routes have been proposed. From the
ammonia facility, ammonia is transported to an ammonia tank located north of Walvis Bay. From this ammonia
storage tank, ammonia will be exported via a ship.

Separate environmental authorizations have been applied for the ammonia pipeline and the ammonia plant and
terminal. This assessment focuses on the hydrogen pipeline and its associated impacts.

Airshed Planning Professionals (Pty) Ltd was commissioned by Environmental Compliance Consultancy to
undertake an Environmental Noise Impact Assessment for the proposed hydrogen pipeline (hereafter referred to
as the pipeline).

The main objective of the noise specialist study was to determine the significance of impacts on the acoustic
environment and noise receptors (NSRs) given noise generated by construction activities proposed for the pipeline.

To meet the above objective, the following tasks were included in the Scope of Work:
1. Areview of technical information for the construction of the pipeline.
2. Areview of the legal requirements and applicable environmental noise guidelines.
3. Astudy of the receiving (baseline) acoustic environment, including:
a. The identification of NSRs from available maps;
b. Analysis of sampled baseline noise levels.
4. Animpact assessment, including:
a. A source inventory for construction activities proposed for the pipeline.
b. Noise propagation simulations to determine environmental noise levels over the selected study
area and at NSRs as a result of the construction activities for the pipeline.
c. The screening of simulated noise levels against environmental noise criteria.
5. The identification and recommendation of suitable noise management measures and monitoring
requirements.
6. Determining impact significance.
7. The preparation of a comprehensive specialist environmental noise impact assessment report.

In the assessment of sampled and simulated noise levels, reference was made to the International Finance
Corporation (IFC) noise level guidelines for residential, institutional and educational receptors (55 dBA during the
day and 45 dBA during the night) since these are applicable to nearby NSRs. Annoyance was assessed according
to the South African National Standard (SANS) 10103 (2008) scale.
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The baseline acoustic environment was described in terms of the location of NSRs, the ability of the environment
to attenuate noise over long distances, as well as existing baseline noise levels. The following was found:
o The closest potential sensitive receptors to the proposed pipeline consist of individual dwellings.
o The baseline noise levels (Laeq) in the vicinity of the pipeline during day-time conditions were between
39.5 dBA and 58.9 dBA and for night-time conditions between 37 dBA and 63.2 dBA.

A source inventory was developed for the construction of the pipeline. A detailed list of equipment for construction
was provided. Noise levels for the equipment were obtained from sources available in the British Standards
Institution (BSI): code of practice for noise and vibration control on construction and open sites (BSI, 2008),

The source inventory and information on local land use were used to populate the noise attenuation model
(CadnaA, ISO 9613). The propagation of noise was calculated over an area of 2 km east-west by 2 km north-south.
The area was divided into a grid matrix with a 10 m resolution.

The main findings of the impact assessment were as follows:
e The environmental noise impact assessment considered the construction due to the proposed pipeline
only.
o Activities were specified to take place during day-time and night-time hours.
¢ No exceedances of the day-time IFC noise guidelines for residential, educational, and institutional areas
(55 dBA) are expected due to the pipeline construction activities.
e Exceedances of the night-time IFC noise guidelines for residential, educational, and institutional areas
(45 dBA) are as follows for the various construction steps:
o Step 2: up to 120 m from the pipeline centreling;
o Step 3: up to 160 m from the pipeline centreling;
o Step 4: up to 130 m from the pipeline centreline.
o Step 5: 0 m from the pipeline centreline.

The closest NSR to the pipeline is 400 m. The IFC noise guidelines for residential, educational, and
institutional areas are, thus, not expected at any NSRs within the study area.

Based on the findings of the assessment and provided the recommended general “good practice” management
and mitigation measures are in place, it is the specialist opinion that the hydrogen pipeline may be authorised.
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1 Introduction

Cleanergy Solutions Namibia Pty Ltd is intending on becoming a driving force in the growth of the Namibia’s
hydrogen economy, while contributing to the global shift for industrial decarbonisation. To this end, Cleanergy
Solutions intends to use the abundant sun to produce hydrogen and then combine the hydrogen with nitrogen to
produce ammonia for exportation purposes. The proposed activities consist of a hydrogen pipeline starting near
Arandis to the ammonia facility on Farm 58, close to Walvis Bay. Three routes have been proposed, as indicated
in Figure 1-1. From the ammonia facility, ammonia is transported to an ammonia tank located north of Walvis Bay.
From this ammonia storage tank, ammonia will be exported via a ship.

Separate environmental authorizations have been applied for the ammonia pipeline and the ammonia plant and
terminal. This assessment focuses on the hydrogen pipeline and its associated impacts.

Airshed Planning Professionals (Pty) Ltd was commissioned by Environmental Compliance Consultancy (ECC) to
undertake an Environmental Noise Impact Assessment for the proposed hydrogen pipeline (hereafter referred to
as the pipeline).

1.1 Study Objective

The main objective of the noise specialist study was to determine the significance of impacts on the acoustic
environment and potential noise sensitive receptors (NSRs) given noise generated by activities proposed as part
of the pipeline.

1.2 Scope of Work

To meet the above objective, the following tasks were included in the Scope of Work:
1. Areview of technical information for the pipeline.
2. Areview of the legal requirements and applicable environmental noise guidelines.
3. A study of the receiving (baseline) acoustic environment, including:
a. The identification of NSRs from available maps;
b. Analysis of sampled baseline noise levels.
4. Animpact assessment, including:
a. A source inventory for construction activities proposed as part of the pipeline.
b. Noise propagation simulations to determine environmental noise levels over the selected study
area and at NSRs as a result of the pipeline construction activities.
c. The screening of simulated noise levels against environmental noise criteria.
5. The identification and recommendation of suitable noise management measures and monitoring
requirements.
6. Determining impact significance.
7. The preparation of a comprehensive specialist environmental noise impact assessment report.
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Figure 1-1: The proposed ammonia plant, ammonia terminal, and ammonia and hydrogen pipelines
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1.3 Specialist Details
1.3.1  Specialist Details

Airshed is an independent consulting firm with no interest in the pipeline construction assessment other than to
fulfil the contract between the client and the consultant for delivery of specialised services as stipulated in the terms
of reference.

1.3.2  Competency Profile of Specialist

Reneé von Gruenewaldt is a Registered Professional Natural Scientist (Registration Number 400304/07) with the
South African Council for Natural Scientific Professions (SACNASP) and a member of the National Association for
Clean Air (NACA).

Following the completion of her bachelor's degree in atmospheric sciences in 2000 and honours degree (with
distinction) with specialisation in Environmental Analysis and Management in 2001 at the University of Pretoria,
her experience in air pollution started when she joined Environmental Management Services (now Airshed
Planning Professionals) in 2002. Reneé von Gruenewaldt later completed her master’s degree (with distinction) in
Meteorology at the University of Pretoria in 2009.

Reneévon Gruenewaldtbecame a partner of Airshed Planning Professionals in September 2006. Airshed Planning
Professionals is a technical and scientific consultancy providing scientific, engineering, strategic impact
assessments, management services and policy support to assist clients in addressing a wide variety of air pollution
and environmental noise related projects.

She has experience on the various components of environmental noise assessments from 2015 to present. Her
project experience range over various countries in Africa, providing her with an inclusive knowledge base of
international legislation and requirements pertaining to noise impacts.

A comprehensive curriculum vitae of Reneé von Gruenewaldt is provided in Appendix A. Declaration of
independence is provided in Appendix B.

1.4 Description of Activities from a Noise Perspective

This pipeline proposes transporting 15 000 m* of hydrogen gas with a mass flow of 10 tph from a hydrogen
production plant to an ammonia production plant located on Farm 58, via an 80 km green hydrogen pipeline. The
pipeline will also function as a buffer capacity storage to maintain the ammonia plant’s operations during the night.
All pipeline routing options will have the same process and design parameters.

The hydrogen pipeline will consist of a carbon steel pipe which is approximately 22-inch, with a 75 mm insulation
layer and is located below ground. The pipeline may have sections above ground where obstacles are encountered
(i.e. rivers, bridges, roads, etc.).
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14.1  Construction

Noise generating sources during construction include equipment used for activities such as land clearing, site
preparation, excavation, and clean-up, and landscaping.

Construction can be described or divided into distinct categories. These are earthmoving equipment, materials
handling equipment, stationary equipment, impact equipment, and other types of equipment. The first three
categories include machines that are powered by internal combustion engines. Machines in the latter two
categories are powered pneumatically, hydraulically, or electrically. Additionally, exhaust noise tends to account
for most of the noise emitted by machines in the first three categories (those that use internal combustion engines)
whereas engine-related noise is usually secondary to the noise produced by the impact between impact equipment
and the material on which it acts (Bugliarello, et al., 1976).

Noise generated during construction activities is highly variably since it is characterised by variations in the power
expended by equipment. Besides having daily variations in activities, construction is accomplished in several
different stages where each stage has a specific equipment mix depending on the work to accomplished during
that stage.

The proposed construction stages for the pipeline are as follows:

e Step 1: Construction staging areas and storage yards.

e Step 2: Clear cutting the right-of-way (ROW).

e Step 3: Excavating the trench (track hoes with jack hammers are brought in to create the trench).

e Step 4: Pipe transport, stringing, and assembly (segments of pipe transported from stockpiles, welded
together and sandblasted).

e Step 5: Obstacles: roads and streams (constructed underneath these obstacles by either boring for
shallow depth or using horizontal directional drilling for deeper placement).

e Step 6: Testing and restoration.

It was provided that construction would take place up to 100 m from the pipeline centreline and cover 500 m per
day.

Existing roads will be used where possible and temporary access roads will be constructed to create direct paths
from staging areas to the pipeline ROW.
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14.2  Operation

Piping noise associated with the movement of the hydrogen to the ammonia plant are usually very localised and
not considered significant.

1.4.3  Operational Hours

The construction activities were provided to take place 24 hours per day.
1.5 Background to Environmental Noise and the Assessment Thereof

Before more details regarding the approach and methodology adopted in the assessment is given, the reader is
provided with some background, definitions and conventions used in the measurement, calculation and
assessment of environmental noise.

Noise is generally defined as unwanted sound transmitted through a compressible medium such as air. Sound in
turn, is defined as any pressure variation that the ear can detect. Human response to noise is complex and highly
variable as it is subjective rather than objective.

A direct application of linear scales (in pascal (Pa)) to the measurement and calculation of sound pressure leads
to large and unwieldy numbers. And, as the ear responds logarithmically rather than linearly to stimuli, it is more
practical to express acoustic parameters as a logarithmic ratio of the measured value to a reference value. This
logarithmic ratio is called a decibel or dB. The advantage of using dB can be clearly seen in Figure 1-2. Here, the
linear scale with its large numbers is converted into a manageable scale from 0 dB at the threshold of hearing
(20 micro-pascals (uPa)) to 130 dB at the threshold of pain (~100 Pa) (Briiel & Kjeer Sound & Vibration
Measurement A/S, 2000).

As explained, noise is reported in dB. “dB” is the descriptor that is used to indicate 10 times a logarithmic ratio of
quantities that have the same units, in this case sound pressure. The relationship between sound pressure and
sound pressure level is illustrated in this equation.

Lp=20'10g10< p >
pref

Where:
L, is the sound pressure level in dB;
p is the actual sound pressure in Pa; and
Pret is the reference sound pressure (pret in air is 20 uPa).
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1.5.1  Perception of Sound

Sound has already been defined as any pressure variation that can be detected by the human ear. The number of
pressure variations per second is referred to as the frequency of sound and is measured in hertz (Hz). The hearing
frequency of a young, healthy person ranges between 20 Hz and 20 000 Hz.

In terms of Lp, audible sound ranges from the threshold of hearing at 0 dB to the pain threshold of 130 dB and
above. Even though an increase in sound pressure level of 6 dB represents a doubling in sound pressure, an
increase of 8 to 10 dB is required before the sound subjectively appears to be significantly louder. Similarly, the
smallest perceptible change is about 1 dB (Brtiel & Kjeer Sound & Vibration Measurement A/S, 2000).

1.5.2  Frequency Weighting

Since human hearing is not equally sensitive to all frequencies, a filter’ has been developed to simulate human
hearing. The ‘A-weighting’ filter simulates the human hearing characteristic, which is less sensitive to sounds at
low frequencies than at high frequencies (Figure 1-3). “dBA”is the descriptor that is used to indicate 10 times a
logarithmic ratio of quantities, that have the same units (in this case sound pressure) that has been A-weighted.
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1.5.3  Adding Sound Pressure Levels

Since sound pressure levels are logarithmic values, the sound pressure levels as a result of two or more sources
cannot just simply be added together. To obtain the combined sound pressure level of a combination of sources
such as those at an industrial plant, individual sound pressure levels must be converted to their linear values and
added using:

Lpl LpZ Lp3 Lpi

Ly compinea = 10 -1og<10ﬁ +1070 + 1070 + -1 ﬁ)

This implies that if the difference between the sound pressure levels of two sources is nil the combined sound
pressure level is 3 dB more than the sound pressure level of one source alone. Similarly, if the difference between
the sound pressure levels of two sources is more than 10 dB, the contribution of the quietest source can be
disregarded (Briel & Kjeer Sound & Vibration Measurement A/S, 2000).

1.5.4  Environmental Noise Propagation

Many factors affect the propagation of noise from source to receiver. The most important of these are:
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e The type of source and its sound power (Lw);

e The distance between the source and the receiver;

¢  Atmospheric conditions (wind speed and direction, temperature and temperature gradient, humidity etc.);
o Obstacles such as barriers or buildings between the source and receiver;

e  Ground absorption; and

e Reflections.

To arrive at a representative result from either measurement or calculation, all these factors must be taken into
account (Briiel & Kjeer Sound & Vibration Measurement A/S, 2000).

1.5.5  Environmental Noise Indices

In assessing environmental noise either by measurement or calculation, reference is made to the following indices:

o Laeq (T) - The A-weighted equivalent sound pressure level, where T indicates the time over which the
noise is averaged (calculated or measured).

o Laigq (T)-The impulse corrected A-weighted equivalent sound pressure level, where T indicates the time
over which the noise is averaged (calculated or measured). In the South African Bureau of Standards’
(SABS) South African National Standard (SANS) 10103 of 2008 for ‘The measurement and rating of
environmental noise with respect to annoyance and to speech communication’ prescribes the sampling
Of Laieg (T)

o LRreqa— The Laeq rated for impulsive sound and tonality in accordance with SANS 10103 for the day-time
period, i.e. from 06:00 to 22:00.

o Lreg,n— The Laeq rated forimpulsive sound and tonality in accordance with SANS 10103 for the night-time
period, i.e. from 22:00 to 06:00.

o Lago— The A-weighted 90% statistical noise level, i.e., the noise level that is exceeded during 90% of the
measurement period. It is a very useful descriptor which provides an indication of what the Laeq could
have been in the absence of noisy single events and is considered representative of background noise
levels.

o Larmax— The maximum A-weighted noise level measured with the fast time weighting. It's the highest level
of noise that occurred during a sampling period.

o Larmin—The minimum A-weighted noise level measured with the fast time weighting. It's the lowest level
of noise that occurred during a sampling period.

1.6  Approach and Methodology

The assessment included a study of the legal requirements pertaining to environmental noise impacts, a study of
the physical environment of the area surrounding the pipeline and the analyses of existing noise levels in the area.
The impact assessment focused on the estimation of Lw’s (noise ‘emissions’) and Lp’s (noise impacts) associated
with the construction phase. The findings of the assessment components informed recommendations of
management measures, including mitigation and monitoring. Individual aspects of the noise impact assessment
methodology are discussed in more detail below.
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1.6.1 Information Review

The following information was supplied for inclusion in the study:
e Layout maps;
e  Process description; and,
o List of equipment and related power ratings.

1.6.2  Review of Assessment Criteria

In the absence of local guidelines and standards, this study refers to noise level guidelines published by the
International Finance Corporation (IFC) in their ‘General Environmental, Health, and Safety (EHS) Guidelines’
(IFC, 2007).

In addition to the above reference is also made to very useful indicators of likely community response to an intruding
industrial noise as set out by the South African Bureau of Standards’ (SABS) South African National Standard
(SANS) 10103 of 2008 (SANS 10103, 2008).

1.6.3  Noise Propagation Simulations

The propagation of noise from the pipeline construction activities was simulated with the DataKustic CadnaA
software. Use was made of the International Organisation for Standardization’s (ISO) 9613 module for outdoor
noise propagation from industrial noise sources.

ISO 9613 specifies an engineering method for calculating the attenuation of sound during propagation outdoors in
order to predict the levels of environmental noise at a distance from a variety of sources. The method predicts the
equivalent continuous A-weighted sound pressure level under meteorological conditions favourable to propagation
from sources of known sound emission. These conditions are for downwind propagation or, equivalently,
propagation under a well-developed moderate ground-based temperature inversion, such as commonly occurs at
night.

The method also predicts an average A-weighted sound pressure level. The average A-weighted sound pressure
level encompasses levels for a wide variety of meteorological conditions. The method specified in ISO 9613
consists specifically of octave-band algorithms (with nominal midband frequencies from 63 Hz to 8 kHz) for
calculating the attenuation of sound which originates from a point sound source, or an assembly of point sources.
The source (or sources) may be moving or stationary. Specific terms are provided in the algorithms for the following
physical effects, geometrical divergence, atmospheric absorption, ground surface effects, reflection and obstacles.
A basic representation of the model is given in the equation below:

LP = LW - Z[Kll K21K3l K4-IK5) K6]

Where;
L is the sound pressure level at the receiver;

Environmental Noise Impact Assessment for the Hydrogen Pipeline Starting near Arandis to Farm 58, Close to Walvis Bay

Report Number: 24ECC06 9



Lw is the sound power level of the source;

K is the correction for geometrical divergence;

K: is the correction for atmospheric absorption;

K3 is the correction for the effect of ground surface;
K4 is the correction for reflection from surfaces; and
Ks is the correction for screening by obstacles.

This method is applicable in practice to a great variety of noise sources and environments. Itis applicable, directly
or indirectly, to most situations concerning road or rail traffic, industrial noise sources, construction activities, and
many other ground-based noise sources.

To apply the method of ISO 9613, several parameters need to be known with respect to the geometry of the source
and of the environment, the ground surface characteristics, and the source strength in terms of octave-band sound
power levels for directions relevant to the propagation.

If the dimensions of a noise source are small compared with the distance to the listener, it is called a point source.
All sources of noise were quantified as point sources or areas/lines represented by point sources. The sound
energy from a point source spreads out spherically, so that the sound pressure level is the same for all points at
the same distance from the source and decreases by 6 dB per doubling of distance. This holds true until ground
and air attenuation noticeably affect the level. The impact of an intruding industrial noise on the environment will
therefore rarely extend over more than 5 km from the source and is therefore always considered “local” in extent.

The propagation of noise was calculated over an area of 2 km east-west by 2 km north-south (per 500 m length of
pipeline construction activity). The area was divided into a grid matrix with a 10-m resolution. The model was set
to calculate Lr’s (Laeq) at each grid and discrete receptor point at a height of 1.5 m above ground level.

1.6.4  Study of the Receiving Environment

NSRs generally include private residences, community buildings such as schools, hospitals and any publicly
accessible areas outside an industrial facility'’s property. Homesteads and residential areas included in the
assessment as NSRs were identified from available maps and satellite imagery.

1.6.5  Noise Survey

The extent of noise impacts as a result of an intruding noise depends largely on existing noise levels in an area.
Higher ambient noise levels will result in less noticeable noise impacts and a smaller impact area. The opposite
also holds true. Increases in noise will be more noticeable in areas with low ambient noise levels. The data from a
baseline noise survey conducted by ECC in July 2024 was used.
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1.6.6  Source Inventory

To determine the change in noise impacts associated with the construction activities for the pipeline, a source
inventory had to be developed. A detailed list of equipment was provided and used to compile the source inventory.
Lw’s for construction equipment were obtained from British Standards Institution (BSI) Standards Publication for
construction equipment (BSI, 2014).

Noise due to operational activities is negligible. Decommissioning activities are expected to result in noise impacts
similar to impacts associated with the construction phase. A source inventory was therefore only developed for the
construction phase of the pipeline.

1.6.7  Presentation of Results

Results are presented in graph form. Simulated noise levels were assessed according to guidelines published in
by the IFC.

1.6.8  Recommendations of Management and Mitigation

The findings of the noise specialist study informed the recommendation of suitable noise management and
mitigation measures.

1.7 Management of Uncertainties

The following limitations and assumptions should be noted:

¢ The quantification of sources of noise was limited to the construction phase of the pipeline. Noise impacts
due to operation activities are expected to be negligible and noise impacts during closure phase activities
are expected to be similar to construction activities. Noise impacts will cease post-closure.

e Structural obstacles were not included in the propagation modelling of the pipeline construction noise
sources. This is a conservative approach as the simulated noise impacts would not be attenuated by
structural obstacles.

o the attenuation modelling was conservatively undertaken assuming equal distribution of wind in all
directions to assess the maximum noise impact from the pipeline construction activities in all directions.

e Construction activities were assumed to be 24 hours per day.

o Although other existing sources of noise within the area were identified during the survey, such sources
were not quantified but were taken into account during the baseline sampling.

e The environmental noise assessment focuses on the evaluation of impacts for humans.

e The scope of work did not include a vibration assessment.
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2 Legal Requirements and Noise Level Guidelines
The IFC best practice guidelines were adopted in the absence of Namibian legislation.
2.1 International Finance Corporation Guidelines on Environmental Noise

The IFC General Environmental Health and Safety Guidelines on noise address impacts of noise beyond the
property boundary of the facility under consideration and provides noise level guidelines.

The IFC states that noise impacts should not exceed the levels presented in Table 2-1, or result in a maximum
increase above background levels of 3 dBA at the nearest receptor location off-site (IFC, 2007). For a person
with average hearing acuity an increase of less than 3 dBA in the general ambient noise level is not detectable.
A =3 dBAis, therefore, a useful significance indicator for a noise impact.

It is further important to note that the IFC noise level guidelines for residential, institutional and educational
receptors correspond with the SANS 10103 guidelines for urban districts.

One Hour Laeq (dBA) One Hour Laeq (dBA)
07:00 to 22:00 22:00 to 07:00
Industrial receptors 70 70
Residential, institutional and educational receptors 55 45

2.2 SANS 10103 Guidance on Estimating Community Response

SANS 10103 (2008) provides a useful guideline for estimating community response to an increase in the general
ambient noise level caused by intruding noise. If A is the increase in noise level, the following criteria are of
relevance:

e A <0dB: There will be no community reaction;

e (0dB<A<10dB: There will be ‘little’ reaction with ‘sporadic complaints’;

o 5dB<A<15dB: Therewillbe a ‘medium’ reaction with ‘widespread complaints’. A =10 dB is subjectively

perceived as a doubling in the loudness of the noise;
e 10dB < A <20 dB: There will be a ‘strong’ reaction with ‘threats of community action’; and,
e 15dB < A: There will be a ‘very strong’ reaction with ‘vigorous community action’.

The categories of community response overlap because the response of a community does not occur as a stepwise
function, but rather as a gradual change.

Environmental Noise Impact Assessment for the Hydrogen Pipeline Starting near Arandis to Farm 58, Close to Walvis Bay

Report Number: 24ECC06 12



3 Description of the Receiving Environment

This chapter provides details of the receiving acoustic environment which is described in terms of:
e Local NSRs;
o The local environmental noise propagation and attenuation potential; and
o Current noise levels and the existing acoustic climate.

3.1 Noise Sensitive Receptors

NSRs generally include places of residence and areas where members of the public may be affected by noise
generated by proposed activities.

Potential noise sensitive receptors within the study area (Figure 3-1) include individual homesteads and residential
areas (i.e., Walvis Bay, Swakopmund, Rossing and Arandis).

3.2 Environmental Noise Propagation and Attenuation Potential
3.2.1  Atmospheric Absorption and Meteorology

Atmospheric absorption and meteorological conditions have already been mentioned with regards to their role in
the propagation on noise from a source to receiver (Section 1.5.4). The main meteorological parameters affecting
the propagation of noise include wind speed, wind direction and temperature. These along with other parameters
such as relative humidity, air pressure, solar radiation and cloud cover affect the stability of the atmosphere and
the ability of the atmosphere to absorb sound energy.

Wind speed increases with altitude. This results in the ‘bending’ of the path of sound to ‘focus’ it on the downwind
side and creating a ‘shadow’ on the upwind side of the source. Depending on the wind speed, the downwind level
may increase by a few dB but the upwind level can drop by more than 20 dB (Briiel & Kjeer Sound & Vibration
Measurement A/S, 2000). It should be noted that at wind speeds of more than 5 m/s, ambient noise levels are
mostly dominated by wind generated noise.

Temperature gradients in the atmosphere create effects that are uniform in all directions from a source. Ona sunny
day with no wind, temperature decreases with altitude and creates a ‘shadowing’ effect for sounds. On a clear
night, temperatures may increase with altitude thereby ‘focusing’ sound on the ground surface. Noise impacts are
therefore generally more notable during the night (Figure 3-2).
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Figure 3-1: Sensitive receptors within the study area and baseline noise survey sites
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3.22  Terrain, Ground Absorption and Reflection

Noise reduction caused by a barrier (i.e., natural terrain, installed acoustic barrier, building) feature depends on
two factors namely the path difference of a sound wave as it travels over the barrier compared with direct
transmission to the receiver and the frequency content of the noise (Briiel & Kjeer Sound & Vibration Measurement
A/S, 2000). The topography was not included in the propagation modelling of the pipeline construction noise
sources. This is a conservative approach as the simulated noise impacts would not be attenuated by obstacles.

Sound reflected by the ground interferes with the directly propagated sound. The effect of the ground is different
for acoustically hard (e.g., concrete or water), soft (e.g., grass, trees or vegetation) and mixed surfaces. Ground
attenuation is often calculated in frequency bands to take into account the frequency content of the noise source
and the type of ground between the source and the receiver (Briel & Kjeer Sound & Vibration Measurement A/S,
2000). Based on observations, ground cover was found to be acoustically mixed.

3.3 Noise Survey and Results

Survey sites were selected after careful consideration of future activities, accessibility, potential noise sensitive
receptors, and safety restrictions. A total of 12 survey sites were selected. The location of the noise survey sites is
provided in Figure 3-1. Photographs of the sites are included in Appendix C. For detailed time-series, frequency

spectra and statistical results, the reader is referred to Appendix D.

Survey results for the campaign undertaken on the 23 to 26 July 2024 are summarised in Table 3-1 and for
comparison purposes, visually presented in Figure 3-3 (day-time results) and Figure 3-4 (night-time resullts).

The IFC residential noise guideline was exceeded at Site 6, Site 9 and Site 12 during night-time conditions.

Environmental Noise Impact Assessment for the Hydrogen Pipeline Starting near Arandis to Farm 58, Close to Walvis Bay

Report Number: 24ECC06 15



Figure 3-3: Day-time broadband survey results

Figure 3-4: Night-time broadband survey results
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Sampling

point

Visual and acoustic observations

General weather conditions

Time

of day

Start date and

time

Duration

LAFmax
(dBA)

LAFmin
(dBA)

LAeq

(dBA)(@)

LAleq
(dBA)

LA90

(dBA)

IFC Noise
Level

Guidelines

(dBA)

Site is just north of Walvis Bay and Winds of 1.1 m/s (N); 11°C; 86% ) vy
Sie 1 ~30 m from New Western Avenue humidity: no cloud cover Day 2024/07/25 09:59 | 00:20:26 61.5 299 38.3 63.3 | 33.0 55
(Residential) Road. Noise sources include dogs, _ a0 o0
aental | community activities, vehicles, goats | \inds of 1.1 mis (S),13°C, 86% |\ | onpmo7ios 2200 | 002002 | 629 | 367 | 422 | 427 | 374 45
and birds. humidity; no cloud cover
. . H . oM. 0,
, Site is ~50 m from the road (D1984). | Winds of 1.6m/s (SW), 15°C; 7% | po | poogyozios 1148 | o02012 | 724 | 346 | 589 | 519 | 383 | NA
Site 2 Noise sources include vehicles, humidity; 40% cloud cover
(Road) construction vehicles, quad bikes, Winds of 1.6m/s (S); 11°C; 88% . . o
insects and birds. humidity: no cloud cover Night 2024/07/25 23:40 00:20:01 87.0 25.3 63.2 36.9 281 N/A
Wi f 2. W); 17°C; 63%
G Site is west of construction site. Noise |ndi szidﬁy mr/:) (3ou)ci coveCr' 63% Day | 2024/07/25 13:11 | 00:20:01 80.6 476 57.6 525 | 50.3 70
(Industrial) sources include construction vehicles, Wind f19‘ s () 10°C: 90
electrical generators, and workers. inds of 1.9 m/s (S), 10°C; 90% | ot | 2024/07/26 00:30 |  00:20:01 51.0 232 374 | 314 | 278 70
humidity; no cloud cover
Winds of 5.5m/s (SW); 18°C; 64%
Site 4 S'\iltg is~20m frqm Iur(ljpavegl rload. humidity; no( cIoJ d cover ’ Day 2024/07/25 15:20 00:20:01 759 26.0 55.2 419 331 N/A
oise sources include vehicles
Road . . . ’ i ;9°C; 919
(Road) aircraft, insects and birds. Winds of 1.4 m/s (SE);9°C; 9% | ot | 200407126 01:36 | 00:20:44 59.0 194 | 262 | 452 | 209 N/A
humidity; no cloud cover
Site is ~30 m from road (C28) and | Winds of 1.4 m/s (NE), 11°C; 8% | p, | oogozs 0927 | 002044 | 731 | 302 | 582 | 597 | 359 70
Site 5 ~200 m from construction site. Noise humidity; 90% cloud cover
(Industrial) | sources include construction activities, Winds of 1.7 m/s (NE); 9°C; 94% . . o
vehicles, birds and insects (night). humidity; no cloud cover Night - | 2024107125 02:37 00:20:03 693 258 4.9 468 25 70
Residential area(E), surfaces Winds of 1.3m/s (SW); 16°C; 68% . 0
Site 6 (desert/sandy soil), Noise sources humidity; 10% cloud cover Day 2024/07/24 1133 00:20.07 603 325 450 M3 38 %
o include community activities, air traffic )
Residential ; . ' ’ :10°C; 939
( ) vehicles passing, dogs and W'”d; °f.jj:6”_“/s (NlE)’dm Ci 9% | Night | 2024/07125 01:40 | 00:20:04 788 435 | 538 | 652 | 460 45
birds chirping. umidity; no cloud cover
Site is located to the east of a Winds of 0.8 m/s (NNE); 12°C; . .y
. D 2024/07/24 10:25 00:20:09 62.8 295 46.5 446 32.7 55
Site 7 residential area. Noise sources include 80% humidity; 70% cloud cover ay
(Residential) community activities, aircraft, and Winds Of. 1..6.m/s (NE); 9°C; 94% Night | 2024/07/25 03:27 00:20:01 642 28.1 425 4.0 332 45
vehicles. humidity; no cloud cover
Site 8 Site is located ~25 m from B2 road. Winds of 2.5m/s (SW); 17°C; 61% ! .
(Road) Noise sources include vehicles. humidity; 10% cloud cover Day 2024/07/24 1240 00:20:03 735 328 606 %92 1 NA
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Sampling

point

Visual and acoustic observations

General weather conditions

Time
of day

Start date and

time

Duration

LAFmax
(dBA)

LAFmin
(dBA)

LAeq
(dBA)@

LAleq
(dBA)

LA90
(dBA)

IFC Noise
Level

Guidelines
(dBA)

H . Qo. 0,
W'”hdusmci’giu”;ésc(lafcge?‘”" Night | 2024/07/24 0247 | 00:2002 | 805 | 204 | 574 | 345 | 229 NIA
Site is located near residential area. Winds of 3.1 m/s (SW); 18°C; 57% . o,
Sies e e e e 2. hamidiy: 10% cloud cover Day | 2024/07/24 13:36 | 00:20:01 58.8 324 477 | 459 | 360 55
Residential) | (night), ity activities, dogs, and i _ -8°C; 959 .
(Residential) | (night) communty actites, dogs, an W'”dﬁugi;igmféiig go&ar%ﬁ) Night | 202400724 01:10 | 002032 | 669 238 | 502 | 364 | 24 45
Site is located near residential area. | Winds of 1.2 mis (SW), 19°C; 8% | pay | soogozips 1425 | 02001 | 488 | 311 | 395 | 438 | 336 55
Site 10 Noise sources include birds, humidity; no cloud cover y ) o ) ' ' ' '
Residential community activities, dogs, and i . °C: 939 ,
( ) tyvehicles. 9 W'"ﬁjnfifd:t; nmo/scﬁfcocv’ef3/° Night | 2024/07/24 01557 |  00:20:03 522 198 370 | 399 | 222 45
H . o . 0,
S Site is located ~300 m south of W'”‘:fu ;ﬁ;;%i/o(im d120\?ér5% Day | 202407124 1529 | 002002 | T2 | 499 | s41 | 3 | 513 70
(Induestrial) NamWater terminal plant. Noise Wind f‘|’4 s (ENE). 10°C-
sources include birds and vehicles. 8;;;/ Shﬁmia“y"_‘ :0( CIOUQ cover Night | 2024/07/25 00:35 | 00:2007 60.5 478 516 | 524 | 494 70
0 s
Site is located ~3 km northwest from | Nowind; 20°C; 56% humidity; 10% | o | ogog076 1049 | 002038 | 734 | 318 | 513 | 417 | 337 55
Site 12 Arandis town. Noise sources include cloud cover y ' o ) ' ' ' '
Residential) | dogs, insects, vehicles and it i “12°C; 679 .
(Residental) | dogs, insects i oy W'”ﬁusmﬁgiff. {2{,2 (SZJ’ULZCS\';”’ Night | 2024/07/23 2206 | 002038 | 692 314 | 500 | 479 | 33 45
(@) Exceedances of the IFC noise guideline is provided in bold.
N/A: Not applicable
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4 Impact Assessment

The noise source inventory, noise propagation modelling and results for the construction phase of the pipeline are
discussed in the following section.

The proposed construction stages for the pipeline are as follows:
e Step 1: Construction staging areas and storage yards.
e Step 2: Clear cutting the ROW.
e Step 3: Excavating the trench (track hoes with jack hammers are brought in to create the trench).

e Step 4: Pipe transport, stringing, and assembly (segments of pipe transported from stockpiles, welded
together and sandblasted).

e Step 5: Obstacles: roads and streams (constructed underneath these obstacles by either boring for
shallow depth or using horizontal directional drilling for deeper placement).

e Step 6: Testing and restoration.

41 Noise Sources and Sound Power Levels
The list of construction equipment was provided for the current assessment (Table 4-1). Source noise levels for
construction equipment were obtained from sources available in the BSI Standards: code of practice for noise and

vibration control on construction and open sites (BSI, 2014).

The source noise levels obtained from the BSI standards (at a distance of 10 m) are provided in Table 4-2 with the
equivalent noise source levels at source provided in Table 4-3.

Assumed construction step where

Equipment List No. of units equipment is used
Trenchers 1 Step 3
Skid steer loaders 1 Step 2
Rock grinders 1 Step 5
Backhoe loaders 1 Step 3
Dozers 1 Step 2
Excavators 1 Step 3

Construction of pipeline Articulated trucks 1 Step 2
Track hoe with Jackhammer 1 Step 3
Weld Decks 1 Step 4
Pipelayers 1 Step 4
Directional drilling equipment 1 Step 5
Welding stations 1 Step 4
Trucks (transportation) 1 All steps
Trucks (carry pipes to location) 1 Step 4
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Octave band sound pressure levels at 10m, Hz A-weighted
sound pressure

Description

250 500 1k 2k level, Laeq, 7, dB at

10m
Trenchers 77 86 75 75 71 69 64 55 71.5
Skid steer loaders 83 72 70 69 65 64 57 49 71.2
Rock grinders 91 9% 90 86 86 83 77 69 90.5
Backhoe loaders 74 66 64 64 63 60 59 50 67.9
Dozers 79 77 76 74 68 67 60 59 75.3
Excavators 75 84 78 74 70 68 64 61 76.9
Articulated trucks 85 87 77 75 76 73 69 62 80.5
Track hoe with Jackhammer 85.0
Weld Decks 67 68 69 68 69 66 61 56 72.9
Directional drilling equipment 77 77 67 66 70 68 62 56 73.9
Welding stations 75 72 67 68 70 66 62 60 73.5
Trucks (transportation) 94 76 77 75 76 73 68 63 80.2
Trucks (carry pipes to location) 94 76 77 75 76 73 68 63 80.2

Octave band sound pressure levels, Hz A-weighted
sound
Description pressure
level, Lacq, 7,
dB at source
Trenchers Lw 108 117 106 106 102 100 95 86 118.3 Calculated based on BSI (2014) at 10m
Skid steer loaders Lw 114 103 101 100 96 95 88 80 114.8 Calculated based on BSI (2014) at 10m
Rock grinders Lw 9N 94 90 86 86 83 77 69 97.7 Calculated based on BSI (2014) at 10m
Backhoe loaders Lw 105 97 95 95 94 AN 90 81 106.8 Calculated based on BSI (2014) at 10m
Dozers Lw 79 77 76 74 68 67 60 59 83.2 Calculated based on BSI (2014) at 10m
Excavators Lw 106 115 109 105 101 99 95 92 116.9 Calculated based on BSI (2014) at 10m
Articulated trucks Lw 116 118 108 106 107 104 100 93 120.9 Calculated based on BSI (2014) at 10m
Track hoe with Jackhammer Lw 80.8 90.9 98.4 103.8 107 108.2 108 105.9 116.0 Measurement Database
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Octave band sound pressure levels, Hz A-weighted

sound
Description pressure Source

level, Lacq, 1,

dB at source
Weld Decks Lw 98 99 100 99 100 97 92 87 106.9 Calculated based on BSI (2014) at 10m
Directional drilling equipment Lw 108 108 98 97 101 99 93 87 112.0 Calculated based on BSI (2014) at 10m
Welding stations Lw 106 103 98 99 101 97 93 91 109.8 Calculated based on BSI (2014) at 10m
Trucks (transportation) Lw 125 107 108 106 107 104 99 94 125.3 Calculated based on BSI (2014) at 10m
Trucks (carry pipes to location) Lw 125 107 108 106 107 104 99 94 125.3 Lw Predictions (Bruce & Moritz, 1998)
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4.2  Noise Propagation and Simulated Noise Levels

The propagation of noise was calculated with CadnaA in accordance with ISO 9613. Source data discussed in
Section 4.1, were applied in the model.

A profile of the simulated noise levels due to pipeline construction activities for the various steps (i.e. Step 2 to
Step 5), is provided in Figure 4-1. IFC day-time noise guidelines for residential areas are not exceeded. The IFC
night-time noise guidelines for residential areas are exceeded up to 60 m (Step 3) from the construction site
(assuming the construction site is up to 100 m from the pipeline). Thus, IFC night-time noise guidelines for
residential areas may be exceeded up to 160 m from the pipeline centreline (Table 4-4). It should be noted,
however, that the closest NSR to the pipeline centreline is ~400 m, so IFC noise guidelines for residential areas
are not expected to be exceeded at NSRs. IFC noise guidelines for industrial areas (70 dBA) are not exceeded.
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Distance of exceedance of IFC night-time noise guideline for residential

Construction activity

areas from the pipeline centreline

Step 2 120 m
Step 3 160 m
Step 4 130 m
Step 5 Om

Noise impacts due to construction Step 1 will be similar to Step 2 with exceedances of IFC night-time noise levels
up to 20 m from the construction site.

For a person with average hearing acuity an increase of less than 3 dBA in the general ambient noise level is not
detectable. According to SANS 10103 (2008); the predicted increase in noise levels from the current baseline due
to proposed pipeline construction activities only is expected to result in “no” community reaction (Table 4-5).

Draft Environmental Pipeline Baseline ) Increase Above
Noise Sensitive Noise Standards construction (@ Baseline (©)
BT Day Night Day Night Day Night Day Night
Walvis Bay 95 45 0.0 0.0 38.3 422 0.0 0.0
Swakopmund 55 45 29.3 29.3 46.5 425 0.1 0.2
Rossmund 55 45 37.3 37.3 45.0 53.8 0.7 0.1
Rossing 55 45 36.6 36.6 39.5 37.0 1.8 2.8
Arandis 55 45 0.0 0.0 51.3 50.0 0.0 0.0
Notes:

(@) Exceedance of the IFC noise guideline is provided in bold. Simulated construction noise levels at the NSRs assumed the pipeline
route closest to the NSR.

—_
o
-

Baseline measurements based on closest or representative sampling sites and reflective of current noise levels in the area.
Likely community response in accordance with the SANS 10103:

<3dBA <5dBA <10dBA <15dBA <20 dBA
‘Strong’ to ‘very strong’
) . ) . . reaction with threats of
Little” reaction with ‘Medium’ reaction with

Change imperceptible No reaction . . . . community action or
sporadic complaints widespread complaints

—_
O
-~

vigorous community
action.
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5 Management Measures

In the quantification of noise emissions and simulation of noise levels as a result of the construction of the pipeline,
it was found that environmental noise evaluation criteria for residential, educational, and institutional receptors will
be met for day-time conditions and at a distance of 160 m from the pipeline centreline for night-time conditions.

The measures discussed in this section are measures typically applicable to industrial sites and are considered
good practice by the IFC (2007) and British Standard BSI (2014).

It should be noted that not all mitigation measures are to be implemented, but should the need arise the mitigation
measures as discussed in this section can be considered.

5.1 Controlling Noise at the Source
5.1.1  General Good Practice Measures

Good engineering and operational practices will reduce levels of annoyance. For general activities, the following
good engineering practice should be applied to construction and closure activities:

o All diesel-powered equipment and plant vehicles should be kept at a high level of maintenance. This
should particularly include the regular inspection and, if necessary, replacement of intake and exhaust
silencers. Any change in the noise emission characteristics of equipment should serve as trigger for
withdrawing it for maintenance.

¢ In managing noise specifically related to vehicles, efforts should be directed at:

o Minimising individual vehicle engine, transmission, and body noise/vibration. This is achieved
through the implementation of an equipment maintenance program.
Avoid unnecessary equipment idling at all times.
Minimising the need for trucks/equipment to reverse. This will reduce the frequency at which
disturbing but necessary reverse warnings will occur. Alternatives to the traditional reverse
‘beeper’ alarm such as a ‘self-adjusting’ or ‘smart’ alarm could be considered. These alarms
include a mechanism to detect the local noise level and automatically adjust the output of the
alarm is so that it is 5 to 10 dB above the noise level near the moving equipment.

¢ A noise complaints register must be kept.

5.1.2  Specifications and Equipment Design
Equipment can be reviewed to ensure the quietest available technology is used. Where equipment with lower

sound power levels is selected, vendors/contractors should be required to guarantee optimised equipment design
noise levels.
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5.1.3  Use and Siting of Equipment and Noise Sources

Recommendations on use and siting of equipment is as follows:
a) Machines used intermittently should be shut down between work periods or throttled down to a minimum
and not left running unnecessarily. This will reduce noise and conserve energy.
b) Construction materials such as pipes should be lowered and not dropped.

51.4  Noise Impacts at Sensitive Receptors

Construction activities were specified for the current assessment to be taking place at night. The distances for
noise impacts from the pipeline centreline, due to various construction activities, can be specified as follows:
e Construction (night-time):
Step 2: 120 m;
Step 3: 160 m;
Step 4: 130 m; and,
Step 5: 0 m.

o

o

O

5.1.5 Maintenance

Regular and effective maintenance of equipment and plants are essential to noise control. Increases in equipment
noise are often indicative of eminent mechanical failure. Also, sound reducing equipment/materials can lose
effectiveness before failure and can be identified by visual inspection.

5.2 Monitoring

Given the distance of the closest NSRs from the pipeline centreline (i.e. 400 m) and that IFC guidelines are not
predicted to be exceeded at NSRs, routine noise monitoring is not recommended.

In the event, however, that noise related complaints are received short term ambient noise measurements should
be conducted as part of investigating the complaints. The results of the measurements should be used to inform
any follow up interventions. The investigation of complaints should include an investigation into equipment or
machinery that likely result or resulted in noise levels annoying to the community. This could be achieved with
source noise measurements.

The following procedure should be adopted for all noise surveys:

e Any surveys should be designed and conducted by a trained specialist.

e Sampling should be carried out using a Type 1 Sound Level Meter (SLM) that meets all appropriate
International Electro Technical Commission (IEC) standards and is subject to annual calibration by an
accredited laboratory.

e The acoustic sensitivity of the SLM should be tested with a portable acoustic calibrator before and
after each sampling session.
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o Samples sufficient for statistical analysis should be taken with the use of portable SLM'’s capable of
logging data continuously over the time period. Samples representative of the day- and night-time
acoustic environment should be taken.

o The following acoustic indices should be recoded and reported: Laeq (T), statistical noise level Laso, Larmin
and Larmax, octave band or 3 octave band frequency spectra.

e The SLM should be located approximately 1.5 m above the ground and no closer than 3.5 m to any
reflecting surface.

o Efforts should be made to ensure that measurements are not affected by the residual noise and
extraneous influences, e.g., wind, electrical interference and any other non-acoustic interference, and that
the instrument is operated under the conditions specified by the manufacturer. Itis good practice to avoid
conducting measurements when the wind speed is more than 5 m/s, while itis raining or when the ground
is wet.

o Adetailed log and record should be kept. Records should include site details, weather conditions during
sampling and observations made regarding the acoustic environment of each site.
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6 Conclusion

Based on the findings of the assessment and provided the recommended general “good practice” management
and mitigation measures are in place, it is the specialist opinion that the hydrogen pipeline may be authorised.
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Appendix A - Specialist Curriculum Vitae
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Appendix B - Declaration of Independence
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Appendix C — Survey Site Photos
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Figure C-1: Photographs of environmental noise Site 1
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Figure C-2: Photographs of environmental noise Site 2
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Figure C-3: Photographs of environmental noise Site 3
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Figure C-4: Photographs of environmental noise Site 4
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Figure C-5: Photographs of environmental noise Site 5
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Figure C-6: Photographs of environmental noise Site 6
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Figure C-7: Photographs of environmental noise Site 7
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Figure C-8: Photographs of environmental noise Site 8
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Figure C-9: Photographs of environmental noise Site 9
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Figure C-10: Photographs of environmental noise Site 10
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Figure C-11: Photographs of environmental noise Site 11
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Figure C-12: Photographs of environmental noise Site 12
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Appendix D - Time-series, Statistical, and Frequency Spectrum Results

Figure D-1: Detailed day- and night-time survey results for Site 1
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Figure D-2: Detailed day- and night-time survey results for Site 2

Environmental Noise Impact Assessment for the Hydrogen Pipeline Starting near Arandis to Farm 58, Close to Walvis Bay
Report Number: 24ECC06

4



Figure D-3: Detailed day- and night-time survey results for Site 3
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Figure D-4: Detailed day- and night-time survey results for Site 4

Environmental Noise Impact Assessment for the Hydrogen Pipeline Starting near Arandis to Farm 58, Close to Walvis Bay
Report Number: 24ECC06

46



Figure D-5: Detailed day- and night-time survey results for Site 5
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Figure D-6: Detailed day- and night-time survey results for Site 6
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Figure D-7: Detailed day- and night-time survey results for Site 7
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Figure D-8: Detailed day- and night-time survey results for Site 8
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Figure D-9: Detailed day- and night-time survey results for Site 9
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Figure D-10: Detailed day- and night-time survey results for Site 10
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Figure D-11: Detailed day- and night-time survey results for Site 11
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Figure D-12: Detailed day- and night-time survey results for Site 12
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